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Lasting Choices...
With the DURANAR"® Coating Systems

Choose premium performance and lasting  Speci
color from the wide array of Duranar high  and T
performance finishes. Whatever your Performing
application, you'll get good looking, long on Aluminurmr
lasting results. All Duranar Coatings !
contain fluoropolymer resin—chemically Those are
inert, to protect your building from the Coatings
environmental stresses around it. Duranar  architectus
finishes resist dirt pickup, chalking, fading, fluoropol

and UV degradation. Exposed to salt spray, to any pr
Duranar Coatings will not whiten or pit, extrusions
and will not degrade when exposed to the  spray-applied
alkali on a construction site. Mineral acids by PPG and eb:
and detergents will not stain Duranar fin-  control procedt
ishes. Adhesion, film integrity and flexibility —applicators
are excellent: the Duranar film resists request, For p
chipping, cracking, crazing, erosion, costs, contac
abrasion, and impact. applicator. A

All Duranar Coating systems meet the sion, and 1}'
requirements of AAMA 2605 "Voluntary

The DURANAR Systems Include:

Duranar 2-Coat System: PPG primer and non-exotic Duranar
color coat; for example, UC40577 Black. Add the XL Adva
for additional protection against abrasion and atmospheric
contaminants, the clear “XL" fluoropolymer topcoat may be
applied as an option over any Duranar color,

Duranar Exotic 2-Coat System: PPG primer, Duranar Emﬁi} ]
color coat; for example, UC51733 Hartford Green. Note that all
exatic colors are premium-priced because of pigmentation.
Certain exotic colors may also require a barrier coat and/or
the XL clear coat.

Duranar Sunstorm 2-Coat System: PPG primer, mica-conta
Duranar color coat; for example, UC70092F Silversmith
that some lighter Sunstorm colors may require the use of 3

coal (a third coat). B

line materials; for example, UC51131 XL Silver.

Duranar XL Exotic 3-Coat System: PPG primer, Duranau

coat, and clear Duranar XL topcoat; for example, Uﬂd )5S
Banner Red. XL is mandatory for all red color coats with'e
type pigmentations. &

Duranar XL Specialty 4-Coat System: PPG primer, Duran
coat, Duranar color coat containing metallic flakes, and
Duranar XL topcoat; for example, UC52113 XUBC B



DURANAR® Coatings (-coar system

JC43350 Bone White UCS1825 Fashion Gray UC45392 Sandstone UC54434 Aged Copper

UC52983 Cotorial White UC43352 Colonial Gray JC54137 Beige UC56785 Resewood

UCS54412 Ivory 4271 Charcoal Gray 2 Sage Brown

ADSTT Black

JC43347 Statuary Brod
The DURANAR color chips provided in our color guide are as close as possible
to the DURANAR paint color, however color chip reproduction has limitations.
Panels of the actual DURANAR finish are available upon request. The color
guide represents the range of available colors, but custom color matches are
available within the limits of durable color pigments.
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DURANAR Exotic Coatings (2-coar system

355 Colonial Blus UCE0014 Interstate Blue UC51524 Intersiale Green UC52006 River Rouge Red
4 Arabian LCEZ026 Dark Green 1 Boysenberry
T0u Might Horizon Blu Cherpkea Blue 3 Hartford Green UC50927 Commerce Brow

Exotic Colors: These colors carry a surcharge due to their exotic pigmentation; therefone, prémium pricing is applcabie
Certain exotic colors may also requine a barrier coat andfor the XL clear coat



DURANAR XL Coatings -coar svstem

UC51131 XL Silyer UC51568 XL Champagne Gold UCS51227 XL Light Bronze #311 UCS1618 XL Rossalind Rose

UCS0958 XL Silver Gray UC52408 XL Copper Metallic UCS1515 XL Medium Bronze #8312  UCS2580 XL Metallic Redwood

UCS1713 XL Pewter UC51595 XL Medium Gray UC51502 XL Dark Bronze #313 UCS1847 XL Canyon Red

The appearance of DURANAR finishes may vary upon factory application due to differences in spray
equipment, film thickness and baking conditions, which are beyond our control. Therefore, PPG strongly
recommends final color approval of actual production line samples, not lab panels or chips.
Pearlescent and metallic flake colors are particularly application-dependent and must be verified with

a production line sample including the DURANAR XL clear topcoat, as specified by PPG:

DURANAR Sunstorm™ Coatings (z-coar system

UCTOOO92F Sitversmith UCTO202F Champagne Bronze UCTD484F Champagne Rose UCTO3T2F Jade

UCTO214F Gray Velvet UC70115F Copper UCT7O4BOF Metallic Brick UCT0O373F Blue

UCTD318F Bronze UCTD222F Gold Walch



DURANAR XL Exotic Coatings (3-coar system

UC52059 XL Seatoam Green UCS51594 XL Light Blue UC52179 XL Bronz 282 XL Red
UC52274 ¥l Medium Green Metallic UC52002 XL Midnight Blue Metallic 2 XL Rose Metallic 03 XL Carnival Red

UC52188 XL Dark Green Matallic UC52061 XL Concord Blue B XL Dark Clarel AL Banner Red

Exotic Colors: These colors carry o surcharge due to their exobic pigmentation; therefore, premium pricing 1s applicable

Carfain exdlic coles may also reguire & barrier coal andfor the XL clear coal

Limits for acceptable production variations are to be established between
the approval source and applicator. For price information and applied costs,
contact a PPG-authorized DURANAR applicator. Accurate pricing depends on
the specific color, area to be coated, production volume, mass of

aluminum parts and application process.

DURANAR XL Specialty Coatings -coar system

UC52138 XUBC Gold UCS2187 XLBC Gold Watch

UCES02B XLIBC Bright Silver

Cnrpﬂrate Quality Policy

rrn ide products and services to our customers that fully mee P their reguirements, on fime

are dedicated to constant improvements in every area of our business and to doing |~||r
first time, so as lo achieve total customer satisfaction.
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PPG’s Coatings and Resins Sales Offices

NORTH AMERICA

World Headquarters
PPG Industries, Inc.
One PPG Place

Pittsburgh, PA 15272

Springdale

151 Colfax Street
Springdale, PA 15144
Fhone: (800) 258-6398
FAX: (724) 274-2600

Delaware

760 Pittsburgh Drive
Delaware, OH 43015
Phone: (740) 363-9610
FAX: (740) 362-6802
(Coil Coatings only)

Clarkson

PPG Canada, Inc.

880 Avonhead Road
Mississauga, ON L5J 225
Phane: (905) 855-6086
FAX: (905) B23-7618

Mexico City

PPG Industries de Mexico S.A. de C.V.
Ave. Presidente Juarez Mo. 1978
Direccion Postal M9643

San Jeronimo Tepetlacalco
Tlalnepantla, Edo de Mexico 54090
Phone: §2-5-397-8222

FAX: 52-5-398-3000

DURANAR® Coating Systems

Fer price information and applied costs, contact an authorzed DUNANAR applicater. Accusate pricing depends on calor,

EUROPE

England

PRC - DeSoto International
Darlington Road,

Shildon, Co. Durham

DL4 2QP - England

Phone: 44-0-1388-772-541
FAX: 44-0-1388-774-373

France

PPG Industries (France) S.A.
Route D'Estreux

Boite Postale &

59990 Saultain, France
Phone: 33-3-27-14-9700
FAX: 33-3-27-14-9708

Germany

PPG Industries Lackfabrik GmbH
Werner-Siemens-5ir. 1

D-76356 Weingarten, Germany
Phone: 49-7-244-64-0

FAX: 49-7-244-64-182

ltaly

PPG Industries Italia S.r.L.
Bellaria spa

Via Roma, 33

15023 Felizzano (AL), Italy
Phone: 39-0131-774711
FAX: 39-0131-772496

Spain

PPG Iberica, S.A.

P.O. Box 22

Carretera Garcia Manresa KM 19,2
Rubi (Barcelona), Spain 08191
Phone: 34-3-588-2000

FAX: 34-3-588-0123

ared to be coated, mass of extrusion, and yps of application equipement,

Trademarks

Trademarks and service marks ol PPG Industries wsed In (his brochure ane DUWRAMAR , MeaScapes, SUNSTORM, PPG and

tha PPG logo,

Printed in USA
GLIM-06 PPG-16

www.ppgideascapes.com

©2006 PRG Coill & Extrusion Coatings

ASIA/PACIFIC

Australia/New Zealand

PPG Industries Australia Pty, Ltd.
Locked Bag 8588

McMaughton Rd.

Clayton South

Victoria 3169, Australia

Phone: 61-3-9263-6000

FAX: 61-3-9263-5913

China

PPG Coatings (Hong Kong) Co., Ltd.
Suites 1010-1015

1O/F City Plaza One

1111 Kings Rd.

Taikoo Shing, Hong Kong

Phone: 852-2861-0918

FAX: B52-2804-2859

China

PPG Coatings (Tianjin) Co., Ltd.
192 Huanghai Road, TEDA
Tianjin 300457, P.R. China
Phone: 86-22-2532-3470

FAX: Bb-22-2532-5183

lapan

PPG Industries-Asia/Pacific, Ltd.
Takanawa Court, 5th Floor

13-1, Takanawa 3 Chome
Minato-ku, Tokyo 108, Japan
Phone: 81-3-3280-2911

FAX: 81-3-3280-2920

South Korea

Dongju Industrial Co., Ltd.
177-9 Cheong cheon-dong
Bupyong-Gu, Inchean
Korea 403-030

Phone; 82-32-510-6969
FAX: B2-32-526-3632

Taiwan

PPG Industries International Inc.
Taiwan Branch

MNo. 236-2, Yungan Industrial Zone
Hsinwu Hsiang

Taoyuan Hsien, Taiwan, R.0.C.
Phone: 886-3-486-4835

FAX: BBB-3-486-3687
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E-mail: coexcoatings@ppg.com



